
Product range

2-point controllers 
and sensors



Type designation TSHK 621...643 TSHK 670...672 TSHK 681...682 
Application
2-pipe system

Type designation DSA DSB DSF DSL DSH DFC 17B DFC 27B DSD DDL
Function
Pressure monitor

Type designation TUC TFL 201 TFL 611
Place of installation
Pipe

Thermostats

Pressure switches

Universal thermostats/
frost monitors
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2-point controllers

Type designation HSC 120 HSC 101 HBC
Place of installation
Pipe/duct – –

Humidistats
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Type designation
EGH  

120, 130 EGH 111, 112 EGH 102 EGH 103

Place of installation
Pipe/duct – l l l

Room l – – –
Design
Surface-mounted l – – –
Recessed – – – –
Built-in/rod – l – –
Clamp-on temperature sensor – – l l

Setpoint adjusters – – – –
Output signal
Active l l l –
Switching – – l l

Variable
Temperature l l – –
Relative humidity l l – –
Enthalpy – l – –
Dew point – l l l

Mobile App
Room Sensor Connect l – – –

Additional information

Type designation EGT 130 EGT 330...335, 
430

EGT 386, 388,  
486, 686, 688 EGT 301 EGT 353...356, 

456, 554, 654
EGT 346...348, 

392 EGT 311 EGS 100

Place of installation
Pipe/duct – – – – l l l –
Room l l l – l – – l

Outside temperature – – – l – – – –
Design
Surface-mounted l l – l – – – –
Recessed – – l – – – – –
Built-in – – – – – l – –
Clamp-on temperature sensor – – – – – – l –
Cable – – – – l – – –
Setpoint adjusters – l l – – – – –
Output signal
Active l – – – – – l –
Passive – l l l l l l l

Measuring element
Ni 200/500 – –/l – – l/– – – –
Ni 1000 – l l l l l l l

Pt 100 – l – – l – – –
Pt 1000 – l l – l l – –
NTC 10k/22k – – l/– – l/l – – –
Mobile App
Room Sensor Connect l – – – – – – –

Additional information

Humidity

Temperature

Data capture

3



SAUTER Head Office
Im Surinam 55
CH-4058 Basel
info@sauter-controls.com
www.sauter-controls.com

Subject to change. © 2025 Fr. Sauter AG

Type designation DSU, DSI DSDU, DSDI EGP 100 XAFP 100 SVU 100 SGU 100

Place of installation
Pipe/duct
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Flow and pressure

Data capture
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Type designation
EGQ  

220, 222
EGQ 120 EGQ 212 EGQ 110

FMS
117/116

FMS
197/196

Place of installation
Pipe/duct – –

Air quality 
Multi Sensor


